SHANDONG SANYI INDUSTRY CO., LTD
       XIAXI ROAD, DONGCHENG INDUSTRIAL PARK, LINQU, WEIFANG, SHANDONG,CHINA 
 TEL：0086-536- 3353988   FAX: 0086-536-3353986

MATERIAL SAFETY DATA SHEET
1. IDENTIFICATION OF PRODUCT/COMPANY 
Material Identification
Commodity Name:   CHLORINATED POLYETHYLENE CPE135A
CAS No.：              63231-66-3
Chemical Formula：      - [CH2-CH2]m-[CH-CH2] n-[CH-CH]P--
︳         ︳  ︳
CL         CL   CL
H.S.Code:                3901.9090
Chemical attribute: long molecular chain belt organic chemicals
Company Identification
Company：SHANDONG SANYI INDUSTRY CO., LTD.
Address： XIAXI ROAD, DONGCHENG INDUSTRIAL PARK, LINQU, WEIFANG, SHANDONG,CHINA

Telephone No.: +86-536- 3353988
Fax No.:      +86-536-3353986
2. COMPOSITION/INFORMATION ON INGREDIENTS 
	MATERIAL 
	CAS NUMBER
	%

	CHLORINATED POLYETHYLENE
	63231-66-3
	85 - 99

	CALCIUM STEARATE
	1592-23-0
	0-3

	CALCIUM CARBONATE
	471-34-1
	0-4

	WATER 
	
	0-1


3. HAZARDS IDENTIFICATION
Skin contact: prolonged contact may cause physical irritation. 
Eye contact: may cause irritation.
Inhalation: dust may cause irritation to respiratory tract.
Ingestion: not-hazardous under normal use.
Carcinogenicity Information: none of the ingredients are listed by IARC, NTP, OSHA or ACGIH as a carcinogen.
4. FIRST AID MEASURES
1) Eyes：   Flush eyes with flowing water at least 3 minutes. 
            If circs develops, consult physician.
2) Skin：   No hazardous if touch, but it should wash affected skin areas thoroughly                                  with soap and water for a health.            
3) Inhalation: If inhaled, move to fresh air and in breathing.
            If necessary, and get medical attention.
4) Ingestion:  If swallowed, dilute with water and induce vomiting.
            Get immediate medicine.
5. FIRE FIGHTING MEASURES
Flammable properties: not flammable
1) Extinguisher media：Water Fog, Carbon dioxide, Foam, and Dry chemical.
2) Special Fire-Fighting Procedure：Fire fighter should be equipped with self-contained breathing apparatus. 
3) Serious fire and explosion hazards：as it is a long molecular chain belt organic chemicals formation its dust pervasion has no an explosion hazard.
6. ACCIDENTAL RELEASE MEASURES
The spillage should be cleaned up at once by sweepers, and then wash out with water.
7. HANDLING AND STORAGE
A moderately cool, dry, well-ventilation area is considered adequate for the storage. Direct sunshine and high humidity must be avoided.

8. EXPOSURE CONTROLS/PERSONAL PROTECTION 
Ventilation：it should be put on a ventilation place to control dust pervasion.
Respiration protection: Using respirators by NISOH approved at necessary.
Eye protection：Goggled recommended 
Protective glove：Rubber or plastic glove recommended.
9. PHYSICAL AND CHEMICAL PROPERTIES
Appearance： a white even sized powder
Purity:  35 +/- 1 %
Melting Heat: 0.5 j/g max.
Volatility : 0.40 % max.
Shore Hardness: 65 A max.
Pull Strength: 11.0 Mpa
Usage: CPE is odourless nontoxic and white or pale yellow powder with an excellent resistance to weathering or age, ozone, chemicals and resistance to oil or flame. It is a colorable  material with very good tenacity (flexible at -30℃,a brittle temperature under -70 ℃) and good miscible with various polymers due to it properties of both plastic and rubber. CPE 135 shows excellent resistance to very low temperature or high temperature.
Whitening intensity equivalent to the 100 points of the standard agent
Hue: slightly yellowish
WCIE (whiteness difference  between DCB and the  standard agent   ≥-3.0
Mosiure  content : ≤0.3
Solubility: insoluble in cold water 
Fineness(quantity of residue on  Sieve hacing 180um mehes)   ≤10% 
10. STABILITY AND REACTIVITY
Chemical Stability
Stable at normal temperatures and storage conditions.
 Conditions to Avoid 
Avoid open flames and high temperatures.
 Incompatibility with Other Materials
None reasonably foreseeable
 Decomposition 
Hazardous gases or vapors can be released, including carbon monoxide, hydrogen chloride (HCl), hydrocarbon oxidation products including organic acids, aldehydes and alcohols.
 Polymerization
Polymerization will not occur.
11. TOXICOLOGICAL INFORMATION
Skin contact: no chronic effect. Use proper hygiene and protective clothing.
Eye contact: particulate dust may cause physical irritation.
Inhalation: no chronic effects. Use in well ventilated area. Avoid inhalation of dust.
12. ECOLOGICAL INFORMATION
Ecotoxicity: no information available. 
Aquatic toxicity: no information available. Toxicity is expected to be low as product is insoluble in water.
13. DISPOSAL CONSIDERATIONS
Treatment, storage, transportation and disposal must be in accordance with all federal, state/provincial, and local requirements.

14. TRANSPORTATION INFORMATION
This product is not hazardous for any transportation means. 
Anyway, it should be stored in dry and ventilated room by its lot respectively. Not allowed outdoor storage. Keep away from sunlight and humidity during its storage or transportation.
15. REGULATORY INFORMATION                                                                                                                           

No listed in OSHAct-HCS.

16. OTHERS
This product should be stored, handled and used in accordance with nation industrial ordinance and in conformity with any legal regulations.
This information contained herein is point of view of safety requirements.
It should not therefore be construed as guaranteeing specific properties.


